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Earth (External, Internal) [

1. Minimum Size Wire Tmm?or18AWG.
2. M4*¥5 0.7P Round Head Screw
3. M4 Spring washer

Specification

Model YT-870M YT-870P YT-870D

Switch Type Mechanical Switch(2¢SPDT) | Inductive Proximity Sensor | Mechanical Switch(2*DPOT)
COVER INDICATOR(PC) SSH6L | SSTOGL | PSI7-5NU | NJ2-V3-N DZ-106-18

. (Omron) | (Omron) (Autonics) | (P&F) (Omron)
Z B0 - 925 cm?
250V 3A 250V 10.1A 125 or 250VAC 10A

Switch 125V 5A 125V 10.1A 480VAC 2A

Rating 250V 0.24 1224 VOC
125V 0.4, (Operating 125VDC 0.5,

Voltage 250VDC 0.25A
30V 4A, 14V 5A, 8V 5A - 10~30VC)

Terminal 8 Point 8 Point 12 Point

Enclosure Protection Weather proof. IP67

Explosion Proof Ex d IIC T6

Ambient Temp. =20°C ~ 60°C

Conduit Entry 2 — 1/2(NPT, PT, PF), 3/4(NPT, PT, PF), M20

X Nt — B S— | —— — Mounting Bracket NAMUR VDI / VDE 3845, 1S0 5211

27W/2<NPT) PT, PF)) — = T ST Material Aluminum Die casting
3/4(NPT, PT, PF),

N ! Weight 1.5kg (3.3Ib)
M20 R . } 3
The internal free volume 530 cm ‘ 560 cm

* Based on temperature 20°C, absolute pressure 760mmHg
and relative humidity 63%
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